
The name Flux reflects this fusion of concepts: Nubuck and neoprene in a protected leather. A hybrid leather that’s 
especially appealing for architects and designers operating on the global arena. In an industry that’s in a constant state 
of flux. 
Enjoy the smooth, tactile sensation that nubuck is known for. Its earthy sophistication and subtle, natural texture. The 
muted matt look of neoprene. In addition to all the advantages of protection, involving a very fine surface coating that’s 
unperceivable to the eye, which renders Flux resistant to scuffing and fading. 
The colour palette is based on natural, honest colours interspersed with carefully selected vibrant hues. These tones are 
particularly suitable for architectural interiors. Like an ensemble, each hue has a strong identity but the colours work 
harmoniously together, creating a contemporary yet timeless look. 
Flux is more than a fresh take on exclusivity. It’s a truly enticing leather that compels you to come closer. Inspiring new 
types of design concepts, interiors and opportunities for lush tactile experiences that last. 
 
Technical report  
Colour fastness to light:          DIN EN ISO 105-B02    Requirements ≥5             Supplier’s test >5 
Colour fastness to rubbing*:   DIN EN ISO 11640 
                                                Dry 500 rubs               Requirements ≥4             Supplier’s test 4 
                                                Wet 250 rubs               Requirements ≥3-4          Supplier’s test 4-5 
                                                Perspiration 80 rubs    Requirements ≥3-4          Supplier’s test 4-5 
Finish adhesion:                      DIN EN ISO 11644        Requirements ≥2N           Supplier’s test 5,9N 
Tearing load:                           DIN EN ISO 3377-1       Requirements >20N        Supplier’s test 25,2N 
Flexing endurance:                 DIN EN ISO 5402         Requirements 50,000     Supplier’s test no damage 
Cigarette + match:                  BS 5852 - 1 and 2         -                                        non-ignition 
Cigarette + match:                  BS EN 1021-1 and 2       -                                        non-ignition 
Flammability test:                    CA TB 117-2013             -                                        non-ignition  
*Reflecting test results on the leather surface.  
Colour fastness to light: The colour of the leather will become lighter over time. The light fastness index suggests how soon this 
will take place and is measured on a scale from 1 to 8 (1 = lowest and 8 = highest).  
Colour fastness to rubbing is measured on a scale from 1 to 5 (1 = lowest and 5 = highest).  
Technical specifications on this info sheet are guidelines only. The information may change due to changes in production.  
PCP: According to EU Council Directive 76/769/EEC 
AZO dyes: According to EU Council Directive 76/769/EEC 
Chrome VI: Our leather does not contain chrome VI 
REACH: According to European Community Regulation on chemicals and their safe use 
(EC 1907/2006)
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